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1
METHOD AND DEVICE FOR CALIBRATING
LOAD SENSORS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of U.S. Provisional
Application No. 61/444,442 filed Feb. 18, 2011 and German
Patent Application No. 10 2011 004 386.1, filed Feb. 18,
2011, the entire disclosures of which are herein incorporated
by reference.

FIELD OF THE INVENTION

The invention relates to a method and a device for calibrat-
ing load sensors, in particular load sensors which are pro-
vided at a load cross-section of an aerofoil or control surface
of an aircraft.

In conventional aircraft, the loads and the alignment
thereof with aerodynamic data are determined in a complex
calibration process. This conventional calibration process
requires measurements on the entire, already assembled air-
craft in the final assembly line. In this case, the load measure-
ments are calibrated on the ground by introducing loads or
forces at wings or control surfaces of the aircraft, for example
by means of crane equipment and the like. These load mea-
surements in the final assembly line thus prolongs the total
development time of the aircraft considerably, in particular in
a time-critical phase, prior to flight trials.

SUMMARY OF THE INVENTION

An object of the present invention is therefore to provide a
method and a device for calibrating load sensors, in which the
calibration is shortened and at the same time qualitatively
improved.

The invention provides a device for calibrating load sen-
sors which are provided at least one load cross-section of an
aerofoil or control surface of an aircraft, the load sensors
being calibrated on the basis of load coefficients of the load
sensors, which load coefficients a calculation unit calculates
by evaluating a linear system of equations formed by means
of mechanical loading of the aerofoil or control surface.

In a possible embodiment of the device according to the
invention, the aerofoil or control surface of the aircraft is
loaded in a plurality of loading measurements with preset
mechanical transverse forces which act perpendicularly on
the aerofoil or control surface.

In a possible embodiment of the device according to the
invention, a total transverse force at the respective load cross-
section, which force is detected by sensing during one of the
loading measurements, depends on measurement signals
which are supplied by the load sensors installed at the respec-
tive load cross-section, and on the load coefficients of the
respective load sensors.

In a possible embodiment of the device according to the
invention, the total transverse force at the respective load
cross-section, which force is detected by sensing during a
loading measurement, is obtained as follows from the mea-
surement signals supplied by the load sensors:

N
Qy-s. = Z ;Xe;,
=)
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N being the number of load sensors provided at the respec-
tive load cross-section, €, being the measurement signals sup-
plied by the load sensors and ., being the load coefficients or
load sensitivities of the load sensors. The same approach
applies analogously for bending and torsion.

In a possible embodiment of the device according to the
invention, the total transverse force applied to the aerofoil or
control surface during a loading measurement is formed by
the sum of the transverse forces F, applied:

M
Qy-s.= Z Fi,
o1

M being the number of transverse forces F, applied to the
respective load cross-section SL. The same approach applies
analogously for bending (and torsion), the effective lever arm
1, merely needing to be multiplied by the force F,.

In a possible embodiment of the device according to the
invention, the number of loading measurements carried out
corresponds to the number of load sensors at the respective
load cross-section, in such a way that the linear system of
equations comprises N linear equations for determining the N
load coefficients «, of the load sensors for the calibration
thereof.

In a possible embodiment of the device according to the
invention, the linear system of equations formed is evaluated
by the calculation unit after completion of the Nth loading
measurement to determine the load coefficients o, of the load
sensors.

In a possible embodiment of the device according to the
invention, the load sensors are formed by measuring bridges
which can be calibrated, each comprise a plurality of strain
gauges and are installed at the aerofoil or control surface of
the aircraft.

These measuring bridges can, for example, be Wheatstone
measuring bridges.

In a possible embodiment of the device according to the
invention, during a loading measurement the aerofoil or con-
trol surface is loaded selectively at different points with
mechanical transverse forces which are each introduced
mechanically into the aerofoil or control surface of the air-
craft, which is located on the ground, by a mechanical force
introduction means, in particular a load crane, which is
installed at the aerofoil or control surface.

Alternatively, during a loading measurement the aerofoil
or control surface can be loaded continuously with a preset
transverse load profile which is caused in each case by a
corresponding flight maneuver of the aircraft, which is
located in the air.

In a possible embodiment of the device according to the
invention, the load sensors which can be calibrated by the
device are installed at a control surface which is formed by an
elevator unit or rudder unit of the aircraft.

In a possible embodiment of the device according to the
invention, the load sensors are installed at the edge of a load
cross-section SL. formed by a wing box of the aerofoil or
control surface, the wing box being limited by a front spar, a
rear spar, an upper wing surface and a lower wing surface of
the aerofoil or control surface.

In a possible embodiment of the device according to the
invention, the load sensors installed at the aerofoil or control
surface are calibrated before the aircraft is put into operation.

Alternatively, the load sensors installed at the aerofoil or
control surface can be calibrated during a maintenance pro-
cedure on the aircraft.
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In a further possible embodiment, the calibrated load sen-
sors detect mechanical transverse forces which act on the
respective aerofoil or control surface of the aircraft during
operation of the aircraft.

In a possible embodiment of the device according to the
invention, the transverse forces detected by the calibrated
load sensors by sensing are compared with transverse force
threshold values to determine overloading of the aerofoil or
control surface during flight operation of the aircraft or when
maintenance procedures are being carried out on the aircraft.

The invention also provides an aircraft comprising a device
for calibrating load sensors which are provided at least one
load cross-section of an aerofoil or control surface of the
aircraft, the load sensors being calibrated on the basis of load
coefficients of the load sensors, which load coefficients a
calculation unit calculates by evaluating a linear system of
equations formed by means of mechanical loading of the
aerofoil or control surface.

In a possible embodiment, the load sensors are calibrated
by the device in a calibration operating mode.

The invention also provides a method for calibrating load
sensors which are provided at least one load cross-section of
an aerofoil or control surface of an aircraft, the load sensors
being calibrated on the basis of load coefficients of the load
sensors, which load coefficients are calculated by evaluating
a linear system of equations formed by means of mechanical
loading of the aerofoil or control surface.

In a possible embodiment of the method according to the
invention, the aerofoils or control surfaces are loaded in a
plurality of loading measurements with preset mechanical
transverse forces which act perpendicularly on the aerofoils
or control surfaces.

In a possible embodiment of the method according to the
invention, a total transverse force at the respective load cross-
section, which force is detected by sensing during one of the
loading measurements, depends on measurement signals
which are supplied by the load sensors installed at the respec-
tive load cross-section, and on the load coefficients a, of the
respective load sensors.

In a possible embodiment of the method according to the
invention, the total transverse force at the respective load
cross-section, which force is detected by sensing during a
loading measurement, is obtained as follows from the mea-
surement signals supplied by the various load sensors:

N
Qy-st = Z ixe;,
inl

N being the number of load sensors provided at the respec-
tive load cross-section, €, being the measurement signals sup-
plied by the load sensors and «, being the load coefficients or
load sensitivities of the load sensors.

In a possible embodiment of the method according to the
invention, the total transverse force applied to the aerofoil or
control surface during a loading measurement is formed as
follows by the sum of the transverse forces F, applied:

M
Qy-st = Z Fi,
inl

M being the number of transverse forces applied to the
respective load cross-section.
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In a possible embodiment of the method according to the
invention, the number of loading measurements carried out
corresponds to the number of load sensors at the respective
load-cross-section, in such a way that the linear system of
equations comprises N linear equations for determining the N
load coefficients of the N load sensors for the calibration
thereof.

In a possible embodiment of the method according to the
invention, the linear system of equations formed is evaluated
by the calculation unit after completion of the Nth loading
measurement to determine the load coefficients of the load
sensors.

In a possible embodiment of the method according to the
invention, the number of loading measurements carried out
does not correspond to the number of load sensors. The sys-
tem of equations which is then over- or under-determined is
then solved by a least square or a maximum likelihood
method. If] for example, the maximum likelihood method is
used, the determination of load coefficients can be started as
soon as the first pieces of measurement information are avail-
able and further optimisation can also be carried out if more
than N loading measurements are available, since the incor-
poration of more information/measurements generally
increases the accuracy.

In a further embodiment of the method according to the
invention, the load sensors are formed by measuring bridges
which can be calibrated, each comprise a plurality of strain
gauges and are installed at the aerofoil or control surface of
the aircraft.

In a possible embodiment, the measuring bridges which
can be calibrated are formed by Wheatstone measuring
bridges.

In a further possible embodiment of the method according
to the invention, during a loading measurement the aerofoil or
control surface is loaded selectively at different points with
mechanical transverse forces which are each introduced
mechanically into the aerofoil or control surface of the air-
craft, which is located on the ground, by a mechanical force
introduction means, in particular a load crane, which is
installed at the aerofoil or control surface.

In a further possible alternative embodiment of the method
according to the invention, during a loading measurement the
aerofoil or control surface is loaded continuously with a pre-
set transverse load profile which is caused in each case by a
corresponding flight maneuver of the aircraft, which is
located in the air.

In a possible embodiment of the method according to the
invention, the load sensors which can be calibrated are
installed at a control surface, the control surface being an
elevator unit or rudder unit of an aircraft.

In a further possible embodiment of the method according
to the invention, the load sensors are installed at the edge of a
load cross-section formed by a wing box of the aerofoil or
control surface, the wing box being limited by a front spar, a
rear spar, an upper wing surface and a lower wing surface of
the aerofoil or control surface.

In a possible embodiment of the method according to the
invention, the load sensors installed at the aerofoil or control
surface are calibrated before the aircraft is put into operation.

In a further possible embodiment of the method according
to the invention, the load sensors installed at the aerofoil or
control surface are calibrated after the aircraft has been put
into operation, in particular during a maintenance procedure
on the respective aircraft.

In a further possible embodiment of the method according
to the invention, the calibrated load sensors detect, by sens-
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ing, mechanical transverse forces which act on the respective
aerofoil or contact surface of the aircraft during operation of
the aircraft.

In a further possible embodiment of the method according
to the invention, the transverse forces detected by the cali-
brated load sensors by sensing are compared with transverse
force threshold values to determine overloading of the aero-
foil or control surface during flight operation of the aircraft.

In a further possible embodiment of the method according
to the invention, the transverse forces detected by the cali-
brated load sensors by sensing are compared with transverse
force threshold values to determine overloading of the aero-
foil or control surface when a maintenance procedure is being
carried out on the aircraft.

BRIEF DESCRIPTION OF THE DRAWINGS

Possible embodiments of the device according to the inven-
tion and of the method according to the invention for calibrat-
ing load sensors are described below with reference to the
appended figures, in which:

FIG. 1 is a diagram illustrating an embodiment of the
device for calibrating load sensors according to the invention;

FIG. 2 is a flow chart of an embodiment of the method
according to the invention for, calibrating load sensors;

FIG. 3 shows a further embodiment showing an embodi-
ment of the device according to the invention for calibrating
load sensors;

FIG. 4 is a further diagram illustrating the operation of the
method according to the invention for calibrating load sen-
sors;

FIG. 5a, 5b, 5¢ are functional diagrams illustrating the
operation of the method according to the invention for cali-
brating load sensors;

FIG. 6 is a further functional diagram illustrating the opera-
tion of the method according to the invention for calibrating
load sensors.

DESCRIPTION OF EXEMPLARY
EMBODIMENTS

As canbe seen from FIG. 1, a plurality of load sensors 2-1,
2-2,2-3, 2-4 are provided at an aerofoil or control surface 1 of
an aircraft. These load sensors 2-i can be located inside or at
the edge of a load cross-section SL of the aerofoil or control
surface. FIG. 1 shows a cross-section through the aerofoil or
control surface having a respective load cross-section SL, in
the embodiment shown the load sensors 2-i being located at
the edge of a wing box of the aerofoil or control surface 1,
which in the embodiment forms the load cross-section SL.
This wing box is limited by a front spar, a rear spar, an upper
wing surface and a lower wing surface of the aerofoil or
control surface 1, as shown in FIG. 1. By installing the load
sensors 2-i at the edge of the load cross-section SL, the
measuring sensitivity can be increased. The load sensors 2-i
supply measurement signals €, €,, €;, €, vVia measuring lines
3-1, 3-2, 3-3, 3-4. In the embodiment shown in FIG. 1, four
load sensors 2-i are provided at the load cross-section SL. The
number of load sensors can vary, for example two, three or
more load sensors 2-i can be provided at a load cross-section
SL. In general, the number of load sensors 2-i provided at the
respective load cross-section SL is N. Starting from its base,
which is mounted on the fuselage of the aircraft, the aerofoil
or control surface 1 can have, up to the wing tip of the aerofoil
or control surface, a plurality of load cross-sections SL. which
each have their own load sensors 2-i. In the embodiment
shown in FIG. 1, the measurement signals €, supplied by the
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load sensors 2-i are amplified by signal amplifiers 4-1, 4-2,
4-3,4-4 and added up by a summer 5. The supplied sum signal
is fed to a calculation unit 6. The signal amplifiers 4-i and the
summer 5 are preferably located in the aerofoil or control
surface 1, in other words close to the load sensors 2-i. The
summer 5 supplies the calculation unit 6 with a sum signal via
a signal line 7. The calculation unit 6 can, for example, be
located in a protected manner in the aircraft fuselage. The
load sensors 2-i which are provided at least one load cross-
section SL of an aerofoil or control surface 1 of an aircraft are
calibrated by the device according to the invention, as shown
in FIG. 1. In this case, the load sensors 2-i are calibrated on the
basis of load coefficients a; of the load sensors, which load
coefficients the calculation unit 6 calculates by evaluating a
linear system of equations formed by means of mechanical
loading of the aerofoil or control surface 1. The load coeffi-
cients (a,) can, for example, be calculated in a calibration
operating mode of the device. For calibration, the aerofoil or
control surface 1 is loaded with mechanical forces in the
calibration operating mode. In this case, the aerofoil or con-
trol surface 1 is loaded in a plurality of loading measurements
with preset mechanical forces F,, which act substantially per-
pendicularly on the aerofoil or control surface 1.

A total transverse force Q, at the respective load cross-
section SL., which force is detected by sensing during the
loading measurement, depends on the supplied measurement
signals €, which are supplied by the load sensors 2-i installed
at the respective load cross-section SL, and on the load coet-
ficients o, of the respective load sensors 2-i. As already men-
tioned on page 3, the same approach also applies for bending
(and torsion). In a possible embodiment, a total transverse
force Q,, at the respective load cross-section SL, which force
is detected by sensing during a loading measurement, is
obtained as follows from the measurement signals €, supplied
by the load sensors 2-i:

N
Qy-s.= Z @;xe;,
=)

N being the number of load sensors 2-i provided at the
respective load cross-section SL, €, being the measurement
signals supplied by the load sensors 2-i and ¢, being the load
coefficients or load sensitivities of the load sensors 2-i. In the
embodiment shown in FIG. 1, the number of load sensors
installed at the load cross-section SL is four.

Furthermore, the total transverse force Q,, applied to the
aerofoil or control surface 1 during a loading measurement is
formed as follows by the sum of the transverse forces F,
applied:

M
Qy-s1 = Z Fi,
inl

M being the number of transverse forces F, applied to the
respective load cross-section SL.

In a further embodiment, the sensitivities are determined
for each sensor on all load sections and the combination is
selected for which the sensors have the greatest sensitivity.

In a possible embodiment of the device according to the
invention, the number of loading measurements carried out
corresponds to the number N of load sensors 2-i at the respec-
tive load-cross-section SL. For example, in the embodiment
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shown in FIG. 1, four loading measurements are carried out.
The linear system of equations provided in a data memory of
the calculation unit 6 also comprises N linear equations for
determining the N load coefficients a, of the N different load
sensors 2-i for the calibration thereof. In this case, the system
of linear equations is automatically evaluated by the calcula-
tion unit 6 after completion of the Nth loading measurement
to determine the load coefficients of the load sensors 2-i. The
load sensors 2-i installed at the aerofoil or control surface 1
can each be formed by a plurality of strain gauges DMS which
are installed at the aerofoil or control surface 1 of the aircraft.
These measuring bridges which can be calibrated may, for
example, be Wheatstone measuring bridges.

In a possible variant, during a loading measurement the
aerofoil or control surface 1 is loaded selectively at different
points with mechanical transverse forces. In a possible imple-
mentation, the loading can be done by a mechanical force
introduction means installed at the aerofoil or control surface
1. This force introduction means is, for example, a load crane
which introduces forces mechanically into the aerofoil or
control surface 1 of an aircraft located on the ground.

In an alternative variant, during a loading measurement the
aerofoil or control surface 1 is loaded continuously with a
preset transverse load profile which is caused in each case by
a corresponding flight maneuver of an aircraft located in the
air. In a further possible variant, a portion of the loading
measurements can be carried out on the ground and another
portion of the loading measurements can take place during
corresponding flight maneuvers.

If, for example, the load cross-section SL comprises three
load sensors 2-1, 2-2, 2-3 which are to be calibrated, then, for
example, in a variant two loading measurements can take
place on the ground and the third loading measurement can
take place during a corresponding flight maneuver. It is also
possible to carry out one loading measurement on the ground
and two loading measurements during a flight maneuver.
Finally, in a possible variant all loading measurements can be
carried out during a corresponding flight maneuver. In each
flight maneuver, a preset transverse load profile is caused at
the aerofoil or control surface 1. Alter the aircraft has been
shifted into a calibration operating mode, a flight maneuver is
flown and the measurement signals produced by the resulting
transverse load profile are evaluated by the calculation unit 6.

Carrying out the loading measurements during a flight
maneuver makes it possible to dispense with complex ground
measurements, in such a way that the aircraft is put into
operation more quickly. By means of the device according to
the invention, the calibration of the load sensors in the final
assembly line and the alignment thereof with aerodynamic
datais speeded up considerably. In the device according to the
invention, the load sensors 2-i installed at the aerofoil or
control surface 1 are calibrated before the aircraft is put into
operation. Alternatively, the load sensors 2-i can also be cali-
brated during a maintenance procedure on the aircraft.

After successful calibration, the device can be shifted from
the calibration operating mode into a normal operating mode.
In this case, the calibrated load sensors 2-i detect mechanical
transverse forces which act on the respective aerofoil or con-
trol surface 1 of the aircraft during operation of the aircraft.

In a possible embodiment, in the normal monitoring oper-
ating mode of the aircraft, the transverse forces detected by
the calibrated load sensors 2-i by sensing are compared with
transverse force threshold values to determine possible over-
loading ofthe aerofoil or control surface 1 during flight opera-
tion of the aircraft or when maintenance procedures are being
carried out on the aircraft. If the transverse forces detected by
the load sensors 2-i exceed a particular transverse force
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threshold value which indicates the risk of possible overload-
ing of the aerofoil or control surface, then in a possible
embodiment a corresponding warning message is produced.

FIG. 2 is a flow chart illustrating the operation of the
calibration method according to the invention. The calibra-
tion method according to the invention is used to calibrate the
load sensors 2-i shown in FIG. 1, which are provided at a load
cross-section SL of the aerofoil or control surface 1 of the
aircraft. In this case, the load sensors 2-i are calibrated on the
basis of load coefficients o. of the load sensors, which load
coefficients are calculated by evaluating a linear system of
equations LGS formed by means of mechanical loading of the
aerofoil or control surface 1.

In the embodiment shown in FIG. 2, a counter which shows
the number of loading measurements carried out is firstly
reset in a step S1.

In a further step S2, the aerofoil or control surface 1 is
loaded with preset mechanical transverse forces F; which act
substantially perpendicularly on the aerofoil or control sur-
face 1.

In a further step S3, the resulting total transverse force
Qy. 57 is detected. This total transverse force is obtained as
follows from the measurement signals €, supplied by the load
sensors:

N
Qy-s.= Z @;xe;,
=)

N being the number of load sensors 2-i provided at the
respective load cross-section SL.

In a further step 84, it is checked whether the counter has
reached the number N of sensors 2-i at the load cross-section
8L which are to be calibrated. If this is not the case, the
counter is incremented in step 85 and the next measuring
process or the next loading measurement takes place. As soon
as sufficient loading measurements have been carried out, the
linear system of equations is evaluated in a step 85 to deter-
mine the load coefficients a of the different load sensors 2-i.
For example, in the embodiment shown in FIG. 1, the system
of equations is evaluated after four loading measurements
have been carried out. The load coefficients a; are calculated
automatically by means of the linear equations of the linear
system of equations. In this case, the known transverse forces
or force profiles which act during the loading measurements
are taken into account. The linear system of equations is
evaluated while still in calibration mode. As soon as the load
sensors 2-i have been calibrated, the system switches from the
calibration mode into a monitoring operating mode for moni-
toring the forces acting on the aerofoil or control surface 1.
The loading measurements carried out in steps 81-84 can be
carried out either on the ground or during corresponding
flight maneuvers. The linear system of equations LG8 can be
evaluated either in real time or by evaluating correspondingly
recorded data.

FIG. 3a, 3b, 3¢ serve to clarify the calibration method
according to the invention. In the example shown in FIG.
3a-3¢, three load sensors 2-1, 2-2, 2-3, which in the example
shown are each formed by measuring bridges, are each
installed at a load cross-section 8L. In the example shown,
these measuring bridges each comprise four strain gauges R1,
R2, R3, R4 which are adapted to detect mechanical tensile
stresses. The resistance of the strain gauges R1, R2, R3, R4
thus depends on the forces, in particular tensile forces, acting
thereon. The measuring bridges are each supplied with cur-
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rent by a direct current source 8-1, 8-2, 8-3. A measurement
signal E1, E2, E3 is tapped at each of the measuring bridges
2-i, amplified by an associated signal amplifier 4-1, 4-2, 4-3
and added up by the summer 5. FIG. 35 shows an embodiment
for a measuring bridge 2-i. The signal diagram in FIG. 3¢
shows possible measurement signals supplied during the cali-
bration process by the measuring bridges 2-i to be calibrated.
The sum signal emitted by the summer 5 is transmitted to the
calculation unit 6 of the aircraft via a measuring line 7. The
calculation unit 6 can, for example, be an on-board computer
of'the aircraft. It is also possible that during a flight maneuver
the measurement signals are transmitted via an air interface or
a satellite interface to a ground station for evaluation. The
supplied measurement signal or sum signal can also be
recorded on a data carrier for later evaluation. In a further
possible embodiment, the various measurement signals sup-
plied by the respective load sensors 2-1, 2-2, 2-3 are recorded
for evaluation.

FIG. 4 serves to clarify the method according to the inven-
tion. As shown in FIG. 4, in the case of an aerofoil or control
surface 1, transverse load forces F1-F9 are applied to a plu-
rality of cross-sectional areas. Load sensors 2-1-2-4, which
are calibrated using the calibration method according to the
invention, are installed at a load cross-section SL. In the case
of'the coordinates shown in FIG. 4, x is the flight direction or
longitudinal direction of the aircraft, y is the height of the
aircraft and z is the wing direction of the aerofoil or control
surface.

When the following equation is used multiple times, the
coefficients o, of the load sensors or measuring bridges 2-/
can be determined by means of the resulting linear system of
equations:

Nst,

Qy-st = Z Frasten,SLji>

i=1

the load force vector F,,,,, being calculated, in a possible
embodiment, by means of the following equation:

Fipts=F noro=Mx%-D x°~Fg(x,x° u)+Rc+Ee

F,... being the aerodynamic force vector,

M being the mass matrix,

D, being the structural dynamic damping matrix,

F being the non-linear efficiency matrix,

R being the efficiency matrix of the control surfaces,
E being the engine efficiency matrix of the aircraft,
x being the state vector,

u being the input vector,

¢ being the control surface states and

e being the engine states.

In a possible embodiment, the parameters of the various
matrices are determined using a CAE (computer-aided engi-
neering) method by means of pressure sensors and accelera-
tion sensors.

FIG. 5a, 5b, 5¢ show the dependence of a dimensionless
pressure C,, for three sections at an aerofoil at different posi-
tions of the aerofoil 1, the dependence of the pressure in the x
direction being shown. In each case, the upper curve shows
the right-hand side and the lower curve shows the left-hand
side of a vertical aerofoil, for example the rudder unit. In the
case of a horizontal aerofoil, these are upper and lower faces
accordingly.

During a flight test, measurements of the local pressure at
the aircraft surface can be taken. These local (stationary)
pressures are expressed in dimensionless form as follows:
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Cy(p-po)(2*D*V2)

p being the local pressure,

P, being the pressure in undisturbed flow (far upstream),
D being the density, and

V being the speed of the aircraft.

The local pressure can be plotted for an aerofoil section on
the upper or lower face thereof (or on the right- and left-hand
sides thereof in the case of a vertical aerofoil) as a function of
the dimensionless coordinate in the depth direction x/c, as
shown by way of example in FIGS. 5A, 5B, 5C, 3 wing
sections being shown and x/c=0 corresponding to the front
edge and x/c=1 to the rear edge of the aerofoil section.

These measured pressures can be compared directly with
results for the local pressures from a simulation.

Alternatively, the measured pressures in the depth direc-
tion can be integrated into a local load (for example for a
section at the rudder unit: Ky ¢/c,), the friction forces being
disregarded:

Kyc/cg=c/e (0 to 1)[C,, -C,, J*d(x/c)

C,, being the pressure of the aerofoil profile upper face or the
right-hand side,

C,,, being the pressure of the aerofoil profile lower face or the
left-hand side,

g being the local depth,

¢, being the geometric depth,

X being the coordinate in the depth direction of the aerofoil
profile and

y being the coordinate in the thickness direction of the aero-
foil profile.

This local load K can be represented as a function of the
spanwise coordinate Z, as shown in FIG. 6. This local load K ;-
can also be compared directly with the result from a simula-
tion. The farce F_,, ; which acts locally on a strip j having a

aero,j

width Az/c can be calculated as follows:

F,

weroy =4 K clcg*Az /e
7 being the direction of the wingspan and
Az,/c being the strip width of the wing or the aerofoil.

FIG. 6 shows various local loads K, Kz, K starting
from the origin of an aerofoil 1 up to the tip of the aerofoil in
the z direction.

In a possible embodiment, during a loading measurement
mechanical transverse forces F; are applied selectively at
different points of the aerofoil or control surface 1 and, for
example, are introduced mechanically into the aerofoil or
control surface 1 of an aircraft, which is located on the
ground, by a mechanical force introduction means. However,
in normal operation of an aircraft during flight, it is not
selective forces which act on the aerofoil or control surface,
but rather a transverse load profile. However, loading an
aerofoil or control surface with a transverse load profile on the
ground involves a certain level of technical complexity.
Therefore, in a preferred embodiment of the method accord-
ing to the invention, during a loading measurement the aero-
foil or control surface 1 is loaded continuously with a preset
transverse load profile which is caused in each case by a
corresponding flight maneuver of the aircraft, which is
located in the air.

In a possible variant, the measuring means for detecting
load forces and transverse forces is calibrated exclusively by
means of flight tests, in other words without a ground mea-
surement. This has the advantage that complex calibration
using cranes can be dispensed with and the aircraft can be
supplied to clients more quickly. After successful calibration
thereof, the measuring means provided at the wings can reli-
ably detect transverse forces which act on the wing or aerofoil
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or control surface during operation of the aircraft. In this way
it is possible, for example, to detect transverse forces which
exceed a preset threshold value and, for example, to monitor
by means of the calibrated measuring bridges or load sensors
2-i an aerofoil or control surface 1 of the aircraft, which
aerofoil or control surface is subjected to a high mechanical
load or transverse force during operation of the aircraft, and to
store the corresponding data for further evaluation. If a
threshold value is exceeded, a person assigned to mainte-
nance can then look in a targeted manner for noticeable struc-
tural changes in the aerofoil or control surface 1 concerned,
for example for cracks which have appeared in the aerofoil or
control surface 1. The measuring means calibrated in accor-
dance with the method according to the invention for detect-
ing transverse forces thus allow targeted maintenance and
increase safety against undesirable structural changes to the
aerofoil or control surface 1. In addition, the measuring
means calibrated in accordance with the method according to
the invention are adapted to indicate in a targeted manner to a
certification authority that the wing or control surfaces 1 of
the aircraft have been subjected to correspondingly high
loads.

In addition, according to the invention an aircraft is pro-
vided which reads out calibrated measuring means 2-i of this
type during its flight operation and collects the corresponding
measurement data and evaluates it during or after the flight.
The method according to the invention and the device accord-
ing to the invention are adapted to different aircraft, in par-
ticular passenger aircraft, but also, for example, to rotor
blades of helicopters.

The invention claimed is:

1. A system for calibrating load sensors of an aircraft,
comprising:

an aerofoil or control surface of the aircratft;

load sensors, which are, provided at at least one load cross-

section of the aerofoil or control surface of the aircraft,
the load sensors being adapted to supply measurement
signals to a calculation unit; and
the calculation unit being adapted to calibrate the load
sensors by load coefficients (a,) of the load sensors,
which load coefficients are calculable, by the calculation
unit, by evaluating a linear system of equations formed
by mechanical loading of the aerofoil or control surface;

wherein the calculation unit is adapted to calibrate the load
sensors during a loading measurement, in which the
aerofoil or control surface is loaded continuously with a
preset transverse load profile which is caused in each
case by a corresponding flight maneuver of the aircraft
located in the air.

2. The system according to claim 1, wherein the aerofoil or
control surface is loaded in a plurality of loading measure-
ments with preset mechanical transverse forces which act
substantially perpendicularly on the aerofoil or control sur-
face.

3. The system according to claim 1, wherein a total trans-
verse force at the respective load cross-section, which force is
detected by sensing during one of the loading measurements,
depends on measurement signals (e,) which are supplied by
the load sensors installed at the respective load cross-section,
and on the load coefficients (a;) of the respective load sensors.

4. The system according to claim 3, wherein the total
transverse force (Qy. ;) at the respective load cross-section,
which force is detected by sensing during a loading measure-
ment, is obtained as follows from the measurement signals
(g,) supplied by the load sensors:
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N
Qy-s1 = Z @ixe;,
inl

N being the number of load sensors provided at the respective
load cross-section, €, being the measurement signals supplied
by the load sensors and o, being the load coefficients or load
sensitivities of the load sensors.

5. The system according to claim 3, wherein the total
transverse force (Qy.g;) applied to the aerofoil or control
surface during a loading measurement is formed by the sum
of the transverse forces applied:

M
Qy-s.= Z Fi,
=)

M being the number of transverse forces applied to the
respective load cross-section.

6. The system according to claim 4, wherein the number of
loading measurements carried out corresponds to the number
of'load sensors at the respective load cross-section, in such a
way that the linear system of equations comprises N linear
equations for determining the N load coefficients (ot,) of the N
load sensors for the calibration thereof.

7. The system according to claim 1, wherein the linear
system of equations formed is evaluated by the calculation
unit after completion of an Nth loading measurement to deter-
mine the load coefficients (a,;) of the load sensors.

8. The system according to claim 1, wherein the load sen-
sors are formed by measuring bridges which can be cali-
brated, each comprise a plurality of strain gauges and are
installed at the aerofoil or control surface of the aircraft.

9. The system according to claim 8, wherein the measuring
bridges are Wheatstone measuring bridges.

10. The system according to claim 1, wherein the control
surface is formed by an elevator unit or rudder unit of the
aircraft.

11. The system according to claim 1, wherein the load
sensors are installed at the edge of aload cross-section formed
by a wing box of the aerofoil or control surface, the wing box
being limited by a front spar, a rear spar, an upper wing
surface and a lower wing surface of the aerofoil or control
surface.

12. The system according to claim 1, wherein the load
sensors are calibrated before the aircraft is put into operation
or during a maintenance procedure on the aircraft.

13. The system according to claim 1, wherein the calibrated
load sensors detect, by sensing, mechanical transverse forces,
bending and/or torsion acting on the respective aerofoil or
control surface of the aircraft during operation of the aircraft.

14. The system according to claim 13, wherein the trans-
verse forces detected by the calibrated load sensors by sens-
ing are compared with transverse force threshold values to
determine overloading of the aerofoil or control surface dur-
ing flight operation of the aircraft or when a maintenance
procedure is being carried out on the aircraft.

15. An aircraft comprising a system for calibrating load
sensors according to claim 1.

16. A method for calibrating load sensors of an aircraft, the
method comprising:

continuously mechanically loading an aerofoil or control

surface of the aircraft with a preset transverse load pro-
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file which is caused in each case by a corresponding
flight maneuver of the aircraft located in the air;

supplying measurement signals to a calculation unit by
load sensors provided at at least one load cross-section
of the aerofoil or control surface of the aircraft; 5

calculating load coefficients by the calculation unit by
evaluating a linear system of equations formed by the
mechanical loading of the aerofoil or control surface;
and

calibrating the load sensors by the load coefficients o, of 10
the load sensors during the loading measurement.
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